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ABOUT THE COMPANY

Module UA — one of the 
leaders in the production of 
galvanized steel in Ukraine.

01

Powerful logistics  — a direct 
access to expanded rail and 
auto routes.

04
The production is certified 
according to international 
standard  ISO 9001:2015.
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04 - About the Company

The only manufacturer in the 
country that combines a full 
production cycle - from cold 
rolling and galvanizing to coil 
painting and profiling of 
ready products.



Focus on a client — flexible 
solutions, quick response and 
individual approach.
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05 - About the Company
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One of the major Ukrainian 
suppliers of: 

thin galvanized steel 
(coils, cut from wide 
strips, sheets), organic 
coated steel in coils, 
profiled sheets.



ІСТОРІЯ
РОЗВИТКУ

06 - History

The history
of the industrial

plant lasts for over

40
years



1975 - 1982

1987 - 1999

2000 - 2011

2012 - 2025

Start of construction and launch of the Light 
Metal Structures Plant (30,000 tons/year).

Put into operations:

Profiling Machine (45,000 tons/year)
Color Coating Line (80,000 tons/year)
Production of wall panels HOERSH.

Innovative technologies and modern management 
solutions are being actively implemented, that not only allow 
us to increase production efficiency, but also open up new 
opportunities for a constant development.

The modern equipment was installed:

Line of rewinding and cutting (200,000 tons/year),

Reversible mill, galvanizing line
(200,000 tons/year).

Implemented ISO 9001:2015, the products were the 
internationally certified. 
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PRODUCTION
FACILITIES

Reversible cold 
rolling mill 
(RCRM-1500)

Type: single stand, reversible, 4-rolls
Design capacity: 200,000 tons of cold rolled strip annually 
for the hot dip galvanizing line
Strip parameters: Minimum thickness: 0,265 mm,
Maximum width: 1250 mm
Coil weights: up to 25 t

Manufacturer: Delta Brands Inc. (USA)
Capacity: 200,000 tons/year
Purpose: rewinding and edge cutting
Strip parameters:
Width: up to 1300 mm (uncut edge), up to 1250 mm 
(cut edge), Thickness: 1,0–3,0 mm
Coil weight: up to 25 t
Processing speed: up to 45 m/sec.

Line of 
rewinding and 
edge cutting
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Forming Lines 
for galvanized 
and organic 
coated steel

Units: SKMZ — capacity 45,000 tons/year, Finprofile (2002 ) — capacity 
15,000 tons/year
Raw material: Galvanized steel 0,3–1,2 × 1000–1250 mm, organic coated 
galvanized steel 0,4–0,8 × 1000–1250 mm
Ready product: formed steel sheets; S18, NS45 (organic coated and 
galvanized), cut from wide strips and sheets
Capacity: 10,000 tons/year
Raw material: Galvanized & organic coated galvanized steel

Manufacturer: Delta Brands Inc. (USA)
Design capacity: 200,000 tons/year
Strip parameters: Thickness: 0,28–1,2 mm, Width: 950–1250 mm
Steel grades: DX51D, DX52D–DX54D, S220GD–S280GD (optional S320GD)
Standard: EN 10346 and/or acc. to client’s order
Zinc coating weight: 100–275 g/m² (both sides)
Coils weights: raw material — up to 25 tons, galvanized — up to 10 tons
Line speed: up to 110 m/min.
Surface protection: Chemical passivation (С), Oiling (О), Chemical 
passivation (С) + Oiling (О)

Continuous hot 
dip galvanizing 
line

Manufacturer:  Fata-Hunter (Italy)
Design capacity: 80,000 tons/year
Technology: applying of polymer coating with roll machines 
(COIL-COATING)
Strip parameters: Thickness: 0,28–1,5 mm, Width: 900–1500 mm
Coating thickness: up to 35 microns (depending on a coating 
acc. to EN 10169)
Coil weight: up to 10 t
Line speed: up to 50 m/min.

Continuous 
color coating 
line



10 - Products

PRODUCTS
The Company produces:

Hot dip galvanized flat steel with thickness 
range 0,28-1,2 х 950-1250mm

Steel Grades: DX51D, S220GD–S280GD,
(optional S320GD)

Organic coated hot dip galvanized steel in coils 
0,30-1,2 mm / 900-1250 mm with polymer coating 
according to EN10169.
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Galvanized and organic coated 
steel in sheets and cut from wide 
strips

Roll formed organic coated and galvanized 
steel sheets with grades LP S15, LP NS45

The Company's products are distinguished 
by their durability, high fire resistance 
and water-repellent properties.
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These are carbon steel coils with increased corrosion resistance due to a 
protective layer of zinc (Zn), which prevents the formation of rust under the 
influence of moisture and atmospheric factors. The coating is applied with 
high-grade zinc on both sides of the strip, its thickness depends on the 
operating conditions and the customer's order.

Production capacity: 200,000 tons/year
Technical parameters: thickness: 0,28–1,20 mm (pace 0,01 mm), width: 
950–1250 mm (pace 1 mm)
Zinc content: 100, 140, 180, 200, 220, 275 g/m²
Steel grades: DX51D, S220GD–S280GD (optional S320GD)
Spangle: normal
Standard: DSTU EN 10346

Galvanized steel in coils

GALVANIZED
STEEL

Durability: from 10 years depending on zinc 
coating mass and exploitation conditions.



A premium material for roofs, facades and enclosures that combines the reliability of 
galvanized steel with the additional protection and aesthetics of a polymer layer. 
The coating protects the metal on both sides and provides an attractive appearance, 
resistant to color fading and mechanical exposures.

Production capacity: 60,000 tons/year
Technical parameters: Thickness: 0,30–1,20 mm (pace 0,01 mm),
Width: 1000, 1070, 1100, 1135, 1250 mm
Zinc content: 100, 140, 180, 200 g/m²
Steel Grades: DX51D, DX52D–DX54D, S220GD–S280GD (otional S320GD)
Coating: PE, STR, Crystal, color backcoat
Standard: EN 10169:2018

ORGANIC

COATED STEEL
IN COILS 

Durability: according to guarantee, depending on 
zinc coating mass and operating conditions.
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PE —  Standard
polyester 
(minimum 25 microns, gloss, acc. to 
DSTU EN 10169:2018)

A universal option for roofs and 
walls in any climate. 
Corrosion-resistant, flexible and 
dimensionally stable.

STR — Textured 
polyester
(minimum 35 microns, textured, according 
to DSTU EN 10169:2018)

Has a strong texture, retains 
color and is resistant to 
mechanical damage.

Crystal — Decorative 
polyester

Imitation of crystal facets with a 
characteristic shine. Suitable for 
architectural and design projects.

Color backside 
coating

Adds aesthetics to the inside 
of the metal without 
additional costs.

TYPES OF ORGANIC
COATINGS
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Standard RAL
colors

STR:

3005 3009 3011 6005 6020

7016 7024 8004 8017 8019

9005

Crystal:

3005 6005 7016 8017 8019

9003 9005

Color backcoat:

3005 6005 7016 7032 8017

Gloss:

1003 1015 3005 3009 3011

5002 5005 6002 6005 7004

7016 7024 7035 8004 8017

8019 9003 9005 9006 9010



GALVANIZED
PROFILED SHEETS
Cold-bent steel sheet profiles with a trapezoidal corrugation shape are 
manufactured on profile bending mills, and are intended for use in 
construction as roofing and wall cladding materials, and also widely 
applied in other industries.



Profile S15-1000

LP S15
ТУ У В.2.6-27.3-21338358-002-2002

Range of applications:
Wall enclosures 
Falce ceilings
Cold roofs

Profile LPNS 45-940
Trapezoid height in 45 mm

Range of applications:
Wall enclosures including 
complex configurations
Warm and cold roofs
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QUALITY
POLICY
A unique Company in the Ukrainian metallurgical industry, 
which for over 17 years has been at a leading position in the 
production and sale of:

Thin-sheet galvanized steel in coils according to 
EN 10346:2022;

Thin-sheet organic coated steel in coils in accordance 
with EN 10169:2018;

20 - Quality policy

Other metal products that meet the requirements of 
European and international standards, as well as 
consumer expectations.



21 - Quality policy

Module UA is suppling both to the domestic market and to 
the countries of the European Union (Poland, Lithuania, 
Latvia, Moldova and others).

Module UA quality management system is certified in 
accordance with the international standard ISO 9001:2015 
by TÜV NORD CERT GmbH (Germany). This guarantees that 
we manufacture products that fully meet customer 
requirements and standards, and we also direct our efforts 
to constantly improve customer satisfaction – the main 
source of the company's sustainable development.



Support and improved quality management systems;

Quality is determined by consumers - their assessment that is a key;

Decision-making based on fact analysis;

Continuous improvement of all types of activities;

Increasing the competence of personnel, in particular in the field 
of quality management;

Strong and reliable relations with suppliers;

Creating conditions for the maximum realization of the potential 
of each employee.

Responsibilities and professionalism of each employee, and 
active participation in quality improvement;

Management of operation and resources is carried out on the 
basis of a risk-oriented process approach and lean production;

Module UA quality management system complies with ISO 
9001:2015 requirements and is based on risk-oriented thinking, a clear 
understanding of the context of the activity, needs and expectations 
of stakeholders. We are guided by the following principles:

22 - Quality policy
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24 - Guarantee

GUARANTEE
We guarantee the reliability of organic coated steel for at least 10 years.

As a national manufacturer, we value the trust of our customers, so we 
take responsibility for the quality of our products. In case of any questions 
or problems, we quickly make decisions and promptly help solve them. 
Our advantage is proximity to the client, flexibility and readiness to 
support at every stage of cooperation.



LIMITED LIABILITY COMPANY
“MODULE-UKRAINE”

32300, Kamianets-Podilskii, Grushevskii Avenue, 1/14
EDRPOU code 37863825

Tel./fax: +38-03849-36397, 0 800 21 77 64

“Module-Ukraine” LLC guarantees that the polyester polymer coating of galvanized steel in coils 
with a zinc coating at least 140 g/m2, produced at “Module-Ukraine” LLC, meets the durability 

standards of the external coating.

The warranty is valid for fifteen (15) years from 
the date of delivery of coils (sheets) coated with 
polyester to the Buyer.

Extreme operating conditions for products 
coated with polyester, voiding the warranty, are:

When the claim is reasonable subject to the terms of this warranty, "Module-Ukraine" LLC shall reimburse 
the Buyer only for the amount of products with coating defects in value or replace the defected quantity 
according to the agreed report.

Other expenses shall not be reimbursed.
If the claim concerns uneven color change, such changes shall be clearly visible and easily visually detected 

from a distance of at least 15 m.
The maximum compensation may not exceed the original cost of the defective amount of products.
The warranty for the replaced amount of products is valid for the period calculated for the entire batch in 

accordance with the supply contract. The warranty does not apply to the protective coating of the back side, 
and surfaces repainted by the consumer.

The products are used in areas northern 45° of north latitude, 
located at an altitude of no more than 900 m above the sea 
level, and at least 2 km from the sea shore;

An angle of inclination from a horizontal of a roof or other 
surfaces is 15° at least;

A bending radius corresponds to the recommended values;

The painted steel in coils and ready products are stored in 
closed unheated rooms;

Dirt and other deposits, as well as surfaces protected from rain, 
are washed regularly, thoroughly and professionally;

Only appropriate fasteners and sealants are used;

There is no contact of painted surfaces with copper, copper 
salts or liquid flowing from copper pipes.

Attention should be paid to a compliance with the storage and 
processing requirements, the violation of which releases the 
manufacturer from responsibility for the occurrence of rust on 
the metal surface, and possible defects associated with the 
occurrence of rust, according to DSTU EN 10346 (clauses 6.2.3; 
7.6.1; 7.11.2; 11.1) and DSTU EN 10169 (clauses 6.2; 6.; 7.5)

A necessary condition for consideration of the claim is the presence of identified defective products, and 
documents confirming the purchase of painted steel in coils manufactured at “Module-Ukraine” LLC. The 
buyer has to provide “Modue-Ukraine” LLC with the opportunity to inspect the goods (for which a claim is 
made) for the defects.

Certified system of 
quality management

Director of "Module-Ukraine" LLC
S.O. Myroshnychenko

1. Warranty period

2. Warranty conditions

3. Warranty compensation procedure

WARRANTY
FOR POLYMER COATING OF GALVANIZED STEEL

"Module-Ukraine" LLC guarantees that during 
the warranty period for products with polyester 
coating, in the process of non-extreme operating 
conditions (ordinary environmental conditions):

The coating will not peel off, chip off or undergo 
other structural changes;

The coating will not swell and crack;

There will be no uneven color change of the 
coating.

The effect of moderately and highly aggressive 
environments in which the concentration of 
chemicals in each state of aggregation, as well as 
particulate matters, exceeds the maximum 
permissible standards (MPC);

Long-term presence of water on the surface of 
the products due to impossibility of its free flow;

Adverse external influence of the natural hazard: 
hail, hurricane, fire, radiation, acid rain, flood, ash, 
cement dust, bird droppings, etc.

The warranty is void for:

In addition, the warranty is valid only, if:

All cases of mechanical damage that occurred at any 
stage of transportation, installation and operation of 
the products;

Cut edges of sheets and drilling after shipment of 
the products by the manufacturer;

Uniform discoloration and color change due to 
contamination;

Change in the coating gloss.
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26 - Our advantages

By choosing us, you get more than metal – you get reliability 
and confidence in the result.

OUR
ADVANTAGES



From pickling to coil-coating at one 
site, which guarantees quality 
control at every stage.

Support of national 
production and stability 
of supplies.

Guaranty for 10 years, certificate of 
conformity and unique marking of 
each batch.

Full 
production 
cycle

Proven 
Reliability

Assistance in preparing 
documentation and support at 
all stages of tenders.

01

100%
Ukrainian 
metal

03

02

Local production in Ukraine 
allows to fulfill orders in just 30 
calendar days.

Fast and 
convenient 
logistics

05

Technical 
support and 
consulting

04
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Metal with Ukrainian character

module.ua  |  info@module.ua

Sales department

Kyiv, 13 General Almazov Street
Tel.: 0 800 21 77 64

Khmelnitsky Region 
Kamianets-Podilskii, 1/14 Grushevskii Avenue

Tel.: +38(03849) 3 63 97

Production


